USB DRIVER

INSTALLATION GUIDE

O
ICOM

Please read this installation guide before installing the USB driver.
* This installation guide describes how to install the USB driver included in the Icom product’s CD. If you download the USB driver
from the Icom Download Service, specify the folder to store the driver.
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1. OVERVIEW

System requirements

To install the driver, the following hardware and software are required:

PC Cable

* Microsoft® Windows® 10 (32/64 bit) * A USB cable
* Microsoft® Windows® 8.1 (32/64 bit)*

*Except for the “RT” version.
* Microsoft® Windows® 7 (32/64 bit) Tvoe A
« AUSB 1.1, 2.0, or 3.0 port = o i

Mini-B Type B

7 .
% NOTE: _ | '
% * Icom is not responsible for problems using a PC NOTE:
% with one of the above OSs installed. * Depending on the length of a 3rd party USB cable,
% « In this installation guide, the above OSs are de- the radio may not operate properly even if it is rec-
Z scribed as “Windows 10.” “Windows 8.1.” and ognized by the PC. Use as short a cable as pos-
% H ki A
%, “Windows 7.” sible.

* Depending on the radio, the USB port shape may
differ. If you use a 3rd party USB cable, confirm the
port shape, before purchasing the cable.

* This guide is based on using a radio with a Mini-B
type USB port.

AN

USB driver downloading

The latest driver can be downloaded from here.
http://www.icom.co.jp/world/support/

Access the above URL, and download the driver from the “Firmware Updates/Software Downloads™ menu.
*The menu name may be changed without notice.

Icom, Icom Inc. and the Icom logo are registered trademarks of Icom Incorporated (Japan) in Japan, the United States, the United Kingdom, Germany,
France, Spain, Russia, Australia, New Zealand, and/or other countries.

Microsoft and Windows are registered trademarks of Microsoft Corporation in the United States and/or other countries.

All other products or brands are registered trademarks or trademarks of their respective holders.
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2. PRECAUTIONS

Before installation

After installation

* When installing the driver, confirm Windows has
completed its startup, and then log in as the adminis-
trator.

» Confirm no other applications are running.

* When a previous version driver is installed on your
PC, the driver name “Silicon Laboratories CP210x
USB to UART Bridge (Driver Removal)” is displayed
on the Control Panel screen, as shown below. In this
case, uninstall it before installing this driver.

e If the earlier version “Windows Driver Package - Sili-
con Laboratories Inc. (silabser) Ports” is installed,
uninstall it manually before installing the latest driver.

See “Uninstalling the driver” on page 12 for details.

p— -~ o o«
& Home Apps & features
| Find a setting £ | Installing apps
Choose where you can get apps from. Installing only apps from
Apps the Store helps protect your PC and keep it running smoothly.
1= Apps & features Allow apps from anywhere v
IS Default apps
Apps & features
o Offline maps
Manage optional features
3 Apps for websites Search, sort and filter by drive, I you would like to uninstall or
move an app, select it from the list.
o e
Sort by: Name ~  Filter by: All drives v
] Siicon Laboratories CP210x USB to UART Bridge
(Driver Removal)
Silicon Laboratories
Modify Uninstall

(Windows 10 screen is shown.)

Before connecting to a PC

The USB driver is not supported by the automatic

recognition system, so NEVER connect the USB cable

between the radio and the PC until AFTER the USB

driver has been installed.

See “Driver installation” on page 3 for details.

* Once the driver is installed, a PC software can be
used by just connecting the USB cable.

Important

* Depending on your PC performance (OS, environ-
ment, and so on), the USB audio may be interrupted,
or a control by the PC software may get delayed.

* If the CPU has a heavy load, the USB audio is easily
interrupted.

e The settings of the installed audio player may be
changed after connecting the radio to the PC.

e Icom is not responsible for improper operation when
connecting the radio and the PC through a USB hub.

e Uninstalling the USB driver
You cannot uninstall the USB driver for each individ-
ual unit. After uninstalling the USB driver, none of the
radios that require this driver can be operated with
the PC.

* When another radio is connected
The COM port number is automatically added after
turning ON the radio’s power.

About compatible radios
The radios that require this driver are shown on the
Icom website.

http://www.icom.co.jp/world/support/




3. DRIVER INSTALLATION

Windows 10

NOTE:

e NEVER connect the USB cable between the radio and the PC until AFTER the USB driver has been installed.
e This USB driver is not supported by the automatic recognition system.

The displayed dialog, indications, or operations may
differ slightly from the following instructions, de-
7 pending on your system version and settings.

NN

(D Confirm that the radio and PC are not connected.
(@ Double-click the USB driver installer in the “Win10”
folder.
e If you want to install to the 32 bit version OS, double-click
“CP210xVCPlInstaller_x86.exe.”
e If you want to install to the 64 bit version OS, double-click
“CP210xVCPlInstaller_x64.exe”

| < | win10

Home Share View

&« v » ThisPC » DVDRW Drive (D:) ICOM » Driver > Win10

Name -
# Quick access
~ Files Currently on the Disc (8)

. OneDrive
am
I This PC x64
Desktoy 86 H
Dncumpw; [ cP210x Univer DOUDIe-CIICK b
3 Downloads FE CPZI0XVCPlnstaller x6d.exe
o (  CP210XVCPlnstaller_x86.exe )

(®When the “User Account Control” dialog is dis-
played, click <Yes>.

Driver Package Installer

Verified publisher: Silicon Laboratories Inc.
File origin: CD/DVD drive

Show e c"ck

T

(@When the install screen is displayed, click <Next>.

Device Driver Installation Wizard

Welcome to the Device Driver
Installation Wizard!

This wizard helps you install the software drivers that some
computers devices need in orderto work

To continue, dlick Next Click
<Back Cancel

e If the “License Agreement” dialog is dispayed, read the
agreement, and click the radio button next to “I accept
this agreement,” and then click <Next>.

(®Windows starts installing the driver.

Device Driver Installation Wizard

The drivers are now installing

Please wait while the drivers install. This may take some time to complete.

‘ﬁ !
=/

< Back Next > Cancel

(® After the installation has completed, click <Finish>.

Device Driver Installation Wizard

Completing the Device Driver
Installation Wizard

The drivers were successfully installed on this computer.

You can new connect your device to this computer. If your device
came with instructions, please read them first

Driver Name: Status
% Silicon Laboratories (sla... Readyto use

Click

< Back Cancel

= Continued on the next page.



3. DRIVER INSTALLATION

Windows 10 (Continued)

(@ Connect the USB cable between the radio and the
PC, as shown below. Then, turn ON the radio’s pow-
er.

* Confirm the USB cable connector shape.

To the USB port

Radio

USB cable

(®The installation icons are displayed on the taskbar
shown below, then Windows starts installing the
driver.

* The USB audio driver is also automatically installed.

B AaAas o 3>

(9 After the driver installation has completed, the in-
stallation icons disappear.

7, Depending on your system version and settings,

; you may be prompted to restart the PC. In this case,

é follow the instructions on the screen.

N\

After the driver installation has been completed, con-
firm the port connection and port number.

(0 Click the folder icon on the taskbar.

@D Right-click “This PC,” and then click “Properties.”

n = | File Explorer
Home Share View

4 s » Quickaccess »

> % Quickaccess ~ Frequent folders (1)

@ Right-click Deskiop
»
> 8 This PC
== Evechd
N k
;‘ stwor &) Manage
d Homegroi Pin to Start

Map network drive...
Open in new window
Pin to Quick access

Disconnect network drive...

Add a network Jocation

Delete

renor @ Click

Properties ]

@2Click [Device Manager].
* The “Device Manager” screen is displayed.

System

™ » Control Panel » System and Security » System

Control Panel Home . .. .
View basic information about your con

G Device Manager Cllck Windows edition

¥ Remote settings Wi dssar 1 L e —

@3 Double-click “Ports (COM & LPT)” on the “Device
Manager” screen.

& Mahnnlrll adantarc
\( @ potscomaen | Double-click
W -ommunications Fort (LUM 1)
ﬂ Silicon Labs CP210x USB to UART Bridge (COM3)
ﬁ Silicon Labs CP210x USB to UART Bridge (COM4)
M Print queues
] Processors
B Software devices
ij| Sound, video and game controllers
ﬁ. Storage controllers
i@ System devices
i Universal Serial Bus controllers

* When the driver is completely installed, “Silicon Labs
CP210x USB to UART Bridge (COM=*)” is displayed.
The screen shows the USB serial COM port number “3.”

7, » The COM port number is displayed instead of “*
If the radio has two COM ports, two COM port
numbers are displayed.

* Depending on the PC environment, the COM port
number may differ.

o If “I” or “x” is displayed on the “Device Manager
screen, the driver may not be properly installed.
In such a case, first uninstall the USB driver, then
reinstall it.

]

AN



3. DRIVER INSTALLATION

Windows 8.1

NOTE:

* NEVER connect the USB cable between the radio and the PC until AFTER the USB driver has been installed.
e This USB driver is not supported by the automatic recognition system.

\]

7, The displayed dialog, indications, or operations may
% differ slightly from the following instructions, de-
é pending on your system version and settings.

N

(D Confirm that the radio and PC are not connected.
(@ Double-click the USB driver installer in the
“Win7_81_10" folder.
e If you want to install to the 32 bit version OS, double-click
“CP210xVCPlInstaller_x86.exe.”
e If you want to install to the 64 bit version OS, double-click
“CP210xVCPlInstaller_x64.exe”

N 4 = | Application Tools

Home Share View Manage

-E—) ~ 1 . » ThisPC » DVDRW Drive (D:) ICOM » Driver » Win7 8110 »

MName
I Favourites

4 Files Currently on the Disc (8)
& Homegroup 64
s Double-click

& Thi
L_Juitslne S CP210xVCPInstaller_x6d.exe

= CP210xVCPInstaller xB6.exe
f- Network

= dpinstoml
[ SLAB License_Agreement VCP_Windows.txt
(4 slabvcp.cat

(®When the “User Account Control” dialog is dis-
played, click <Yes>.

&) User Account Control H

ow the following program to make

Iﬂ Program name:  Driver Package Installer
Verified publisher: Silicon Laboratories Inc.
File origin: CD/DVD drive A
i Click

(%) Show details Yes

Change when these notifications appear

@ When the install screen is displayed, click <Next>.

Device Driver Installation Wizard

Welcome to the Device Driver
Installation Wizard!

This wizard helps you install the software drivers that some
computers devices need in order to work.

To continue, click Next. Click

Cancel

(®The “License Agreement” dialog is displayed.
Read the agreement, and click the radio button next
to “I accept this agreement,” and then click <Next>.

CP210x USB to UART Bridge Driver Installer

License Agreement .

To continue, sccept the following license agreement. To read the entire
sgreement, use the scroll bar or press the Page Down key

LICEMSE AGREEMEMT "
SILIGOM LABS VOGP DRIVER
IMPORTANT. READ CAREFULLY BEFORE AGREEING TO TERMS

THIS PRODUCT COMNTAIME THE SILICOM LARS VP DRIVER AMD
INSTALLER PROGRAMS AMD OTHER THIRD PARTY

SOFTWARE TOGETHER THESE PRODUCTS ARE REFERRED TO AS
THE §#ICEMSED SOFTWARE: LUSE OF THE LICENSED SOFTWARE |6

SUBJECT TO THE TERMS OF THIS LICENSE AGREEMENT. -
Save As Print
@ Click

~ ©OClick Y.
< Back, Cancel

(® Windows starts installing the driver.

Device Driver Installation Wizard

The drivers are now installing___

&y .
= =

Please wait while the drivers install. This may take some time to complete.

< Back Next >

(@ Atfter the installation has completed, click <Finish>.

Device Dniver Installation Wizard

Completing the Device Driver
Installation Wizard

The drivers were successfully installed on this computer.

You can now connect your device to this computer. f your device
came with instructions, please read them first.

Driver Name Status
% Silicon Laboratories (sila... Readyto use

e —

1= Continued on the next page.




3. DRIVER INSTALLATION

Windows 8.1 (Continued)

(®Connect the USB cable between the radio and the
PC, as shown below. Then, turn ON the radio’s power.
* Confirm the USB cable connector shape.

USB cable

(@ The installation icons are displayed on the taskbar
shown below, then Windows starts installing the
driver.

@0 After the driver installation has completed, the in-
stallation icons disappear.

N\

7 Depending on your system version and settings,
/ you may be prompted to restart the PC. In this case,
7. follow the instructions on the screen.

N\

After the driver installation has been completed, con-
firm the port connection and port number.

@2 Right-click “This PC,” and then click “Properties.”
- E} 1< |

Computer View

T & » ThisPC »

4 Folders (6)

h Desktop

Music

@ Right-click o

(N : B -y
S T e ) 4 Deviras and drivas (7)

I>¢! Network @ Rane
Pin to Start

4750 Favourites

B Deskiop
& Downleoads

% Recent places

Gt

Map network drive...
Open in new window

Disconnect network drive...
Add a network location

Delete

Rename o click

Properties

@3 Click [Device Manager].
* The “Device Manager” screen is displayed.

o= System

4 ™ » Control Panel » System and Security » System

Control Panel Home . . .
View hasic information about your ¢

T ) Click o

"% Remote settings Windows 8.1

@@ Double-click “Ports (COM & LPT)” on the “Device
Manager” screen.

1 ™. Moni
R

aTonS Port (COM1)
Labs CP210x USB to UART Bridge (COM3)|
Labs CP210x USB to UART Bridge (COMd)

*When the driver is completely installed, “Silicon Labs
CP210x USB to UART Bridge (COM*)” is displayed.The
screen shows the USB serial COM port number “3.”

7, » The COM port number is displayed instead of “* ”
If the radio has two COM ports, two COM port
numbers are displayed.

* Depending on the PC environment, the COM port
number may differ.

o If “I” or “x” is displayed on the “Device Manager’
screen, the driver may not be properly installed.
In such a case, first uninstall the USB driver, then
reinstall it.

AN\



3. DRIVER INSTALLATION

Windows 7

NOTE:

* NEVER connect the USB cable between the radio and the PC until AFTER the USB driver has been installed.
» This USB driver is not supported by the automatic recognition system.

7, The displayed dialog, indications, or operations may
% differ slightly from the following instructions, de-
7, pending on your system version and settings.

N

(D Confirm that the radio and PC are not connected.
(@Double-click the USB driver installer in the
“Win7_81_10" folder.
e If you want to install to the 32 bit version OS, double-click
“CP210xVCPlInstaller_x86.exe.”
e If you want to install to the 64 bit version OS, double-click
“CP210xVCPlInstaller_x64.exe”

@Qv\ |+ Computer » DVD RW Drive (D 1COM » Driver » Win7 8110 »

Organize = Burn to disc

-

W Favorites R el

4 Files Currently on the Disc (8)
7 Libraries | 61
.6 Double-click
S CP210xVCPinstaller_x54.exe
=] dpinstaml
|| SLAB_License_Agreement_VCP_Windows.txt
=# slabvep.cat

1% Computer
& Local Disk (C:)
€% DVD RW Drive (D:) ICOM
| CSRB600

) Driver

(®When the “User Account Control” dialog is dis-
played, click <Yes>.

= ol
) User Account Control ﬂ

@ Do you want to allow the following program from an
/ unknown publisher to make changes to this computer?

Program name:  CP210xVCPInstaller_x86.exe
Publisher: Unknown
File origin: CD/DVD drive

Click

Change when these notifications appear

‘\:/‘ Show details

@ When the install screen is displayed, click <Next>.

CP210x USB to UART Bridge Driver Installer

Welcome to the CP210x USB to
UART Bridge Driver Installer

This wizard will help you install the drivers for your CP210x
USBto UART Bridge device

To continue, click Next. Click

< Back

Cancel

(®The “License Agreement” dialog is displayed.
Read the agreement, and click the radio button next
to “I accept this agreement,” and then click <Next>.

CP210x USB to UART Bridge Driver Installer

i

To continue, accept the following license agreement. To read the entire
- agreement, use the scroll bar or press the Page Down key.

LICENSE AGREEMENT -~
SILICON LABS VCF DRIVER L
IMPORTANT: READ CAREFULLY BEFORE AGREEING TO TERMS —

THIS PRODUCT CONTAINS THE SILICON LABS VCP DRIVER AND
INSTALLER PROGRAMS AND OTHER THIRD PARTY
SOFTWARE.TOGETHER THESE PRODUCTS ARE REFERRED TO
AS THE "LICENSED SOFTWARE". USE OF THE LICENSED

SOFTWARE IS SUBJECT TO THE TERMS OF THIS LICENSE -
9.?.??1 ihis agreement [(Saves | [ B ]
—~dont accept this agreement
 _@Click  ©@Click |

[ <Back| J[ nes> | [| cancel
==

(®Windows starts installing the driver.

-
CP210x USB to UART Bridge Driver Installer

The drivers are now installing. .

e =

Please wait while the drivers install. This may take some time to complete.

< Back Next >

(@ Atter the installation has completed, click <Finish>.

-
CP210x USB to UART Bridge Driver Installer

Completing the Installation of the
CP210x USB to UART Bridge Driver

The drivers were successfully installed on this computer.

You can now connect your device to this computer. F your device
came with instructions, please read them first.

Driver Name Status
~ Silicon Laboratories (sila.. Readyto use

L. Click |
<Bect| |[_Fnsh_] [|_Cancel

= Continued on the next page.



3. DRIVER INSTALLATION

Windows 7 (Continued)

(8 After restarting the PC, connect the USB cable be-
tween the radio and the PC, as shown below.
* Confirm the USB cable connector shape.

USB cable

(@ Turn ON the radio’s power.
* “Installing device driver software” is displayed.
* The USB audio driver is also automatically installed.

Installing device driver software ® *
Click here for status.

@0 The following dialog is displayed when the driver in-
stallation has been completed.

J% Your device is ready to use % *

Device driver software installed successfully.

\‘ ~

N\

/ Depending on your system version and settings,
7, you may be prompted to restart the PC. In this case,
é follow the instructions on screen.

N\

After the driver installation has been completed, con-
firm the port connection and port number.

@D Click the Windows “START” icon.
@2Right-click “Computer” in the <Start> menu, and
then click “Properties.”

@ Right-click
% Snipping Tool

% Remote Desktop Connection
Q," Magnifier

'-J‘ Solitaire

Manage

Map netwerk drive...

Disconnect network drive...

> AllPrograms

el

\ Search programs and files Shut down | »

@ Click | ]

@3 Click [Device Manager].
* The “Device Manager” screen is displayed.

p——
GU |]n;ll » Control Panel » System and Security » System

Contrel Panel Home

#) Device Manager Click

Bl Remnte settinns e w = e

@@ Double-click “Ports (COM & LPT)” on the “Device
Manager” screen.

View basic informatio

Windows edition

I:\ Bl FEM(T& :d.;l_nfprc

473 Ports (cOM &LPT) | Double-click
i M5 Communications Port (COML)
-YZ" ECP Printer Port (LPT1)
= Icom Virtual Serial Port (COM10)

? Silicon Labs CP210x USE to UART Bridge (COM11) ;

¢ .JE Silicon Labs CP210x USB to UART Bridge (COM9)
E-B Processors

b -%| Sound, video and game controllers

E-j-‘;l System devices

* When the driver is completely installed, “Silicon Labs
CP210x USB to UART Bridge (COM )" is displayed.The
screen shows the USB serial COM port number “11.”

* The COM port number is displayed instead of “*”
If the radio has two COM ports, two COM port
numbers are displayed.

¢ Depending on the PC environment, the COM port
number may differ.

o If “I” or “x” is displayed on the “Device Manager”
screen, the driver may not be properly installed.
In such a case, first uninstall the USB driver, then
reinstall it.

AN



4. FORYOUR REFERENCE

After the PC and radio are connected, you can remotely control the radio using the CI-V commands.

The radio has a conversion function between USB and Serial. So, if the radio is connected to a PC with the USB
cable, the CT-17 is not required for the lcom Communications Interface-V (Cl-V) operation.

The [USB] port and [REMOTE] jack can simultaneously be used. So CI-V operation can be done from a PC, even
if an lcom CI-V product, such as a transceiver, a receiver, or a linear amplifier (IC-PW1/EURQ), is connected to the
[REMOTE] jack of your radio.

4-1 COM Port setting

To change the COM Port number setting, connect the radio to the PC and then turn ON the radio power after the
driver installation has been completed.

Windows 10
(D Click the folder icon on the taskbar. (® Click the [Port Settings] tab, then click <Advanced...>.
Silicon Labs CP210x USB to UART Bridge (COM3) Properties X
q-' Genelnver Details Ewents Power Management
(@ Right-click “This PC,” and then click “Properties.” O Click.. .. ..ccns. 50 §

nl + | File Explorer Data bits: |8 v
Home Share View Party: [None -

4 #F > Quickaccess »
Stop bits: |1 -
» g Quick access ~ Frequent folders (1) How control: | None ~
i -cli Desktop
@ Right-click Desktoy
(— o
> HH This PC
» ; Metwork p— Q CIiCK
- & Manage
> o Homegro: Pin to Start
Map network drive...
Open in new window
Pin to Quick access OK Cancel
Disgonnect network drive...
BeE T (® Select the COM port number, then click <OK>.
Delete
_— 9 Click Advanced Settings for COM3 X
Praperties Use FIFO buffers requires 16550 compatible LART) .
] @ Click
Select lower settings to comect connection problems —
. . Select higher settings for faster performance.
Defaus
(®Click [Device Manager]. oo s o) ¥ oo oo
5
= System Transmit Buffer: Low (1) W tooe a6
1 » Control Panel » System and Security » System 0 Select
Control Panel Home . .. . Bl
View basic information about your con
Cllck Windows edition
& Remote o e . (@ Click <OK> to close the screen.
* The “Device Manager” screen is displayed. Silicon Lebs CP210x USB to UART Bridge (COM2) Properties X
@ nght-Clle “Silicon Labs CP210x USB to UART General Port Settings  Driver Details  Evenis Power Managemert

Bridge (COM+*)” and then click “Properties.”

7, The COM port number is displayed instead of Hrspersecond: |00 =

/ Wy N H Data bit
/ *.” If the radio has two COM ports, two COM Detabes: |8 v
% port numbers are displayed. Party: Nare S
Stop bits: |1 -

» E Network adapters

v ﬁ 20 Right'cllck - How control: | None w
E Silicon Labs CP?WﬂvI.IQI-ZinIIA-ITI' Rridne (CORAY J ToroTeTs

W SWICOn Lans ot CEmo oTiver ST TwaTe
= Print queues Disable
[ Processors
B Software devices

>

’ Uninstall

>

> B Sound, video and 6 Cllck ware changes
>

>

>

Sy St trol![zr l Click
Sa Storage con N
Em System devices £oF

i Universal Serial Bus controllers Cancel

Opens property sheet for the current selection.




4. FOR YOUR REFERENCE

Windows 8.1

(@ Click the folder icon on the taskbar. (® Click the [Port Settings] tab, then click <Advanced...>.
’ Silicon Labs CP210x USB to UART Bridge (COM3) Prop... “

@ru Port Settings ‘[\lnver I Details | Everts | Power Management‘
@ Right-click “This PC,” and then click “Properties.” OClick ., . w0

LN Deta bits:

Computer View PBarity:

4 %, ThisPC »

Stop bits: |1

497 Favourites 4 Folders (6) How control: | Nene

B Desktop
& Downloads h Desktep

% Recent places

Advanced ‘ | Bestore Defaults. |

b Music @ Click

J

@ Right-click

\ evirac and driva
CEmere] .); 40 . drives ()
DQ" Network @ Manage o
Pin to Start Cancel
Map network drive...
PRSI (® Select the COM port number, then click <OK>.
Disconnect network drive...
S Elm T e T Advanced Settings for COM3 “
Delete . Use FIFO buffers (equires 16550 compatible UART) . — )
Rename e CIICK Select lower setfings to comect cannection problems 9 CIICK - ~
Properties Select higher settings for faster peformance. Cce
| Defauts |
Receive Buffer: Low (1) U Hgnos g
(3 Click [Device Manager]. o S
* The “Device Manager” screen is displayed. © Select
1%l Systemr
4 1, ControlPanel » System and Security » System ErE N“’”W

Control Panel Home . L )
View hasic information about your ¢

P e ) Click e @ Click <OK> to close the screen.

Silicon Labs CP210x USB to UART Bridge (COM2) Prop... “

@ Right-click “Silicon Labs CP210x USB to UART
Bridge (COM+*)” and then click “Properties.”

7, The COM port number is displayed instead of Bts per second: | 96010

7, “*% If the radio has two COM ports, two COM Dela bis:

% port numbers are displayed. party

General | Port Settings | Driver | Details | Events | Power Management |

N\

b e Stop bits: |1
[ l? Metwork adapters

* 1@ Right-click

.z Por (COMTY

I( II( Ii II I(

Fow control: | None

77 Silicon Labs CP210x - - | fdvanced | Bestore Defauts |
— lindate Driver Software.
"q' SINCON Ldls \CF L UK .
[> @ Print queues Disable
[ R Processors Uninstall
> [l Software devices 0 Click
3 iﬂ Sound, video and gam - A Shanges Click
3 C— Sterage controllers P rties - . ]
rope 1| Cancel
[ M Systemn devices | Il

3 i Universal Serial Bus controllers
» fmh WSD Print Provider

Opens property sheet for the current selection.
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4. FOR YOUR REFERENCE

4-1 COM Port setting (Continued)

Windows 7
(D Click the Windows “START” icon.

(® Click the [Port Settings] tab, then click <Advanced...>.

@ nght-Clle [Computer] in the <Start> menu, and Silicon Labs CP210x USB to UART Bridge (COMLI) Propertics S
then click [Properties]. | P St | i Pameiarmase]
’ Right-click .
% Snipping Taol @ Rig @ Click sversecond (5
% Remote Deskiop Connection
& Manage Zary
Q“ Magnifier
Map network drive... —
..4 Solitaire Disconnect network drive... ] ,
© Click *
b s = | "y
[ search programs and fies FIW Shutdown |+ | — 9 Click
@ Click ||
. .
(3 Click [Device Manager].

* The "Device Manager” screen is displayed. (® Select the COM port number, then click <OK>.

Advanced Settings for COM11 [

| O x |E|niJ » Control Panel » System and Security » System [@1iks FiFO buffer ireauires 16550 compaiine UARTE
e @ Click

Select lower settings to comect connection problems

Control Panel Home

) Device Manager Click

@] Remote settings

Select higher seftings for faster performance

View basic informatic

Receive Buffer: Low (1) U oy a9

Windows edition

Transmi Buffer: Low (1) U Hgnoe a8

Windows 7 Ultimate

'@] System pI'OtECtiOn Copyright © 2009 Micro COM Port Number “ Select

@Right-click “Silicon Labs CP210x USB to UART
Bridge (COM*)” and then click “Properties.”

(@ Click <OK> to close the screen.

7 The COM pOI’t number is dISp|ayed instead of Silicon Labs CP210x USB to UART Bridge (COM10) Properties [
. Port Settings | Driver s | Power Management
%* If the radio has two COM ports, two COM e o
é port numbers are displayed. it porsscond” GG
3 "l'-_;? Metwork adapters
b g, -
-[f PCI Simple Communications Controller Stop bits
] PEMCIA sdapers
477 Ports (COM & LPT) How corrl: tone
S £(COM1)
- @ Right-click v
= lcom Virtual Senal Fort (CONM10Y
H1'5" Silicon Labs CP210x USB to I
i .7 Silicon Labs CPZLUx USB to
|_>-R Processors Disable CI' k
D--iil Sound, video and game control Uninstall ic
1 -j8 System devices [] Cancel
p-§ Universal Serial Bus controllers Scan for hardware changes
Opens property sheet for 6 Cllck fopeeies
L
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4. FOR YOUR REFERENCE

4-2 Uninstalling the driver

The displayed dialogs or indications may differ slightly from the following instructions, depending on your system
version and settings.

Windows 10

(D Click the Windows icon on the taskbar, then click the
Setting icon.

@ Click [Apps].

ings - o x

Windows Settings

Network & Internet
Vi fight mode, VPN

L
G

® & @) 8

(@ Click “Windows Driver Package - Silicon Laborato-
ries Inc. (silabser) Ports (05/07/2018 10.1.2.2115).”
= T

@ Home Apps & features
isting s

i get apps rom. Instaling only apps from
Apps the Store helps protect your PC and keep it uning smoothiy

i rppsafeatues Allow apps from anywhere &

5 Default apps
Apps & features

m - Ofline maps
Manage optionsl features

B Apps for websites Search, sort and filter by drive. If you would like o uninstall or

v napn soka i fom e
o Vo lahck
B3 indous bver Pacge - iconabortor.. .
[ ~ [fiistitbiene: ] Click

@ Click <Uninstall>.
7, When the “User Account Control” dialog is dis-

7 played, click <Continue>.
Sesings - o x
@ Home Apps & features

Choose where you can get apps from. Instaling only apps from
Aops the Store helps protect your PC and keep it unning smoothly.

5 Default apps
Apps & features
@ Offine maps
Manage optional features

B Apps for websites

Search, sort and fiter by dive, f you would ik to uninstall or
move an app, select it from the st

© Video playback

5/25/2018

Click
(® Follow the instructions on the screen to uninstall.
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4. FOR YOUR REFERENCE

4-2 Uninstalling the driver (Continued)
Windows 8.1

(D Point the mouse pointer around the right-bottom
corner of the desktop.
* The charms are displayed on the right of the desktop.

Charms are displayed

Point the mouse pointer
around here.

(@Click the “Settings” charm.

Click

13

(3 Click “Control Panel”

Settings

@ Click “Uninstall a program.”
* The “Uninstall or Change a Program” menu is displayed.

= Control Panel

1 B8 » Control Panel »

Adjust your computer’s settings

iy System and Security User A
’;a Review your computer's status &) Chan,
& Save backup copies of your files with File History ) Set ug

Find and fix problems
Appea
Network and Internet % Change |
ﬁl View network status and tasks Change |
.. Choose homegroup and sharing options Adjust s¢
, / Hardware and Sound Clock,
ﬁ* Vienss dewiicoe e einters * Addalar

Changei
Change:

Click

o e —‘ N

| S ——

Ease o
Let Wind
Optimise

(® Double-click “Windows Driver Package - Silicon
Laboratories Inc. (silabser) Ports (09/27/2017
6.7.5.1893)”"

7, When the “User Account Control” dialog is dis-
7 played, click <Continue>.

Programs and Features = B
@ v 1t [ > ControlPanel » Progiams » Programs and Features v & | SesrchPrograms and Features 0

Control Panel Home .
Uninstall or change a program
View installed updates To uninstall a program, select it from the list and then click Uninstall. Change or Repair.
& Tum Windows features on or .
o Ee— Double-click =- @

{ % Windows Driver Package - Silicon Laboratories Inc. (silabser) Ports (09/27/2017 6.7.5.1893) Silicon Laboratories Inc.

(® Follow the instructions on the screen to uninstall.



4. FOR YOUR REFERENCE

4-2 Uninstalling the driver (Continued)
Windows 7

(D Select the “Control Panel” in the Start menu.
* The control panel is displayed.
(@ Click the “Uninstall a program.”
* The “Uninstall or Change a Program” menu is displayed.

OO = @ v Control Panel_ 3

Adjust your computer's settings

iy  System and Security
Review your computer's status
Back up your computer

Find and fix problems

User 2

B Add.
@Setu

. Appea
~ Network and Internet h Change
&. View network status and tasks Change
¥
e

- Choose homegroup and sharing options Adjust s

i Hardware and Sound
___ View devices and printers
| Add a device
E'j Proarams y Ease o
: e c"c'( Optimiz

(®Double-click “Windows Driver Package - Silicon
Laboratories Inc. (silabser) Ports (09/27/2017
6.7.5.1893).”

72 When the “User Account Control” dialog is dis-
7 played, click <Continue>.

Clock,
Change
Change

GO- » Control Panel » Programs » Programs and Features

Control Panel Home

Uninstall or change a program

View installed updates To uninstall a program, select it from the list and then click Uninstall, Change, or Repair.

#) Tum Windows features on or
off

e e— Double-click

[* Windows Driver Package - Silicon Laboratories Inc. (silabser) Ports (09/27/2017 6.7.5.1893) a\c:

@ Follow the instructions on the screen to uninstall.

4-3 Audio considerations

[Installed audio player] (Windows standard software, and so on.)

For modulation input from the PC, the radio’s USB port must be selected as the modulation input source connector.
You can set the modulation input source connector in the Set mode, or using the CI-V system.

See the appropriate page in the radio’s instruction manual for details.

If you monitor the PC’s received audio from an external PC speaker, or use the audio from an external PC micro-
phone as the modulating input, read the instruction manual that comes with the software for details.

A7093-1EX-2 ©2013-2018 Icom Inc.
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